Crane Familiarisation
Elaine Bay Wharf
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Palfinger PK18080 at Elaine Bay

1. IMPORTANT INFORMATION

Any person operating this equipment must have completed the Port Marlborough online Crane User
Induction (including provision of appropriate NZQA qualification or equivalent).

The user manual for this crane can be found on our website (I will add link once uploaded)

If any damage or defects are found stop using the crane immediately and report to the Havelock
Marina Manager. Any incidents / accidents must also be reported immediately.

Havelock Marina Manager - 03 574 2366 or 021 242 9165 24 hrs
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2. PPETO BE USED / WORN
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Although lifejackets are not mandatory we strongly recommend that they be worn
when working near water.

3. PRE-START CHECKS CARRIED OUT BEFORE OPERATING CRANE

Check the crane is not tagged out with
out of order sign.

Check the emergency stop switch is
operating (Push on/ Twist off).
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Always take the weight off the outer
boom before releasing from the stowing
lock.

Inspect all moving parts for damage,
excessive wear and proper functionality.
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Inspect rams and hoses for any
hydraulic oil leaks.

Check lifting hook opens / closes
correctly and swivel turns freely.

Before you start the lift:

e ensure the area around the crane
and controls are clear of trip/slip
hazards.

e create an exclusion zone.
Exclusion zones consist of an area
with a physical barrier around the
perimeter to restrict access to
authorised persons only.
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4. OPERATION

Crane Familiarisation
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Once load is secured safely use the
controls to lift / lower/ slew as
required.

Ensure that no parts of the crane come
in contact with any other structures
such as ships crane and gantry's etc.

NOTE: the SWL for this craneis a
maximum of 18080kg, loads must not
exceed this weight.

5. CLOSE DOWN PROCEDURES

Once liftis complete bring booms
back to the stowed position ensuring
the locking pin is in the correct position
and correct alignment of arrows.

Shut power off to crane via the rotary
switch.
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